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SECTION 00 9113
ADDENDUM NUMBER 3

PARTICULARS
DATE:  AUGUST 3RD, 2022
BID DATE:  08/09/2022
PROJECT:  CLAY UNION ELECTRIC COOP
OWNER :  CLAY UNION ELECTRIC COOP
ARCHITECT :  SIENNA WEGEHAUPT

TO:  PROSPECTIVE BIDDERS :

A. This Addendum forms a part of the Contract Documents and Modifies the Original Procurement
Documents dated 07/13/2022 , with Amendments and Additions noted below.

B. Acknowledge Receipt of the Addendum in the space provided in the Bid Form. Failure to do so
May Disqualify the Bidder.

C. Approvals of Products will require full Compliance with the Specifications regarding Product
Performance.

GENERAL:
A. E-mailed questions from PEMB bidder with answers from Puetz below:

1. With the width of some of the bays (up to 33’ wide), a 10” tall purlin will be required for a
VP building.  The minimum R value in the roof is called out as R-30.  Do you want me to
use R-30 (not recommended), or do you have a recommended insulation value you’d want
used?
a. If taller purlins will be required, the roof purlins shall be filled full of batt

insulation.  Min. R-Value to be changed to R-32.3 (R25 + R11) (with thermal
block).  See Changes to the Project Manual - Specifications below.

2. Is vehicle bay 2 located next to vehicle bay 1?  I didn't see the second bay labeled.  Just
making sure my liner panel is getting in the correct spots.
a. See CR1 for location of Vehicle Bay 2 on the plans.  It is the room to the North

of Vehicle Bay 1)
3. It looks like anchor bolts and nuts need to be galvanized?  Are bolted frame connections

acceptable to be plain finish, and second bolt connections zinc plated?  Or do all fasteners
need to be galvanized?
a. Bid per specs.

4. How many snow dams per panel would be required on the snow guards?  I’m assuming 2
per panel if the panel is 2’ wide, or can 1 per panel can be used?
a. Specs note to be design per manufacturer’s recommendations.

5. Just want to verify the 6” steel stud partition walls are going to be built by the
carpenter/steel stud guys.  Will they also be putting on the 7/16” plywood?  That shouldn't
fall under section 13, but just making sure.
a. These items are not part of PEMB bid package.

6. Mezzanines also look to be constructed of wood.  That doesn't appear to fall under section
13.
a. Correct.

IMPORTANT NOTICE:
A. Bids shall be all inclusive.  Conditional and incomplete bids will be rejected. Subcontractors and

Material Suppliers who wish to submit proposals for specific items of work or materials, shall
submit said proposal to a Bidder who is submitting a Complete Bid.
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SECTION 00 4100
BID FORM

THE PROJECT AND THE PARTIES
1.01 TO: CLAY UNION ELECTRIC COOP
1.02 FOR: CLAY UNION ELECTRIC COOP
1.03 DATE: ______________ (BIDDER TO ENTER DATE)
1.04 SUBMITTED BY:  (BIDDER TO ENTER NAME AND ADDRESS)

A. Bidder's Full Name _________________________
1. Address _________________________
2. City, State, Zip_________________________

1.05 BID PACKAGE
Bid Package #________  Description______________________________________________

1.06 OFFER
A. Having examined the Place of The Work and all matters referred to in the Instructions to

Bidders and the Contract Documents prepared by Puetz Design + Build for the above
mentioned project, we, the undersigned, hereby offer to enter into a Contract to perform the
Work for the Unit Prices listed in this bid form of:

B. ______________________________________________________________________
______________________________________________________________________dollars
($_________________________________________________), in lawful money of the United
States of America.

C. We have included the required security deposit as required by the Instruction to Bidders.
D. All applicable federal taxes are included and State of South Dakota taxes are included in the Bid

Sum.
E. All Cash and Contingency Allowances described in Section 01 2100 - Allowances are included

in the Bid Sum.
1.07 ACCEPTANCE

A. This offer shall be open to acceptance and is irrevocable for thirty days from the bid closing
date.

B. If this bid is accepted by Owner within the time period stated above, we will:
1. Execute the Agreement within ten calendar days of receipt of Notice of Award.
2. Furnish the required bonds within seven days of receipt of Notice of Award.
3. Commence work within seven days after written Notice to Proceed of this bid.

C. If this bid is accepted within the time stated, and we fail to commence the Work or we fail to
provide the required Bond(s), the security deposit shall be forfeited as damages to Owner by
reason of our failure, limited in amount to the lesser of the face value of the security deposit or
the difference between this bid and the bid upon which a Contract is signed.

D. In the event our bid is not accepted within the time stated above, the required security deposit
shall be returned to the undersigned, in accordance with the provisions of the Instructions to
Bidders; unless a mutually satisfactory arrangement is made for its retention and validity for an
extended period of time.

1.08 CONTRACT TIME
A. If this Bid is accepted, we will:

1. Complete the Work in accordance with Section 00 0102 - Project Information:
Procurement Timetable.
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1.09 ALTERNATES
A. The following specified alternate(s) may be added or deducted from the base bid.  Detailed

descriptions of the alternate(s) are found in Section 01 2300 - Alternates.  Indicate Add or
Deduct if there is an option.

Alternate #1: Payment and Performance Bond. Deduct $_____________________

Alternate #2: Add Exterior Monument Sign (electrical rough ins included in project scope).
Add $_____________________

Alternate #3: 20’-0” x 120’-0” concrete pad along north side of Cold Storage.(See Civil)
Add $_____________________

Alternate #4: Engineered Wood Siding with Fabric WRB in leu of EIFS with Liquid applied
WRB on entirety of office building. Deduct $_____________________

Alternate #4B: Engineered Panel Siding (Smooth) with Fabric WRB in leu of EIFS with
Liquid applied WRB on Monument Sign.  Alum trim pieces for panels as required.  Final
layout of all trim pieces to be Verified by Architect.

Deduct $_____________________

Alternate #5: Asphalt Shingles in leu of Standing seam metal roof panels on Office
Building. Deduct $_____________________

Alternate #6: 35’-0” Flagpole (electrical rough-ins included in project scope)
Add $_____________________

Alternate #7: Reduce interior metal wall panel to 10’-0” in vehicle bay 1 & 2, warehouse,
and cold storage on exterior perimeter walls. Deduct $_____________________

Alternate #8: Add fabric underneath gravel yard. (See Civil Drawings)
Add $_____________________

B. Voluntary Alternates:  Contractors shall include, with their sealed bid, on separate form,
descriptions and cost proposals for Contractor Proposed Voluntary Alternates.  Voluntary
Alternates descriptions and cost proposals shall be type written.

1.10 UNIT PRICES
A. The following are Unit Prices for specific portions of the Work as listed.  The following is the list

of Unit Prices:
Unit Price #1 Unclassified Excavation Add $_______________/CY
Unit Price #2 Engineered Fill Add $_______________/CY

1.11 ADDENDA
A. The following Addenda have been received.  The modifications to the Bid Documents noted

below have been considered and all costs are included in the Bid Sum.
Addendum # _______ Dated ________________.
Addendum # _______ Dated ________________.
Addendum # _______ Dated ________________.
Addendum # _______ Dated ________________.

1.12 BID FORM SIGNATURE(S)
The undersigned acknowledges that the owner reserves the right to reject any and all bids and to

waive any and all informalities in the bidding process.
Bidder________________________________________________________
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Address_______________________________________________________
Phone________________________________________________________
Fax__________________________________________________________
Email_________________________________________________________

Signature______________________________________________________
Title__________________________________________________________

1.13 THIS PROPOSAL INCLUDES STATE SALES TAX AND ALL OTHER STATE AND FEDERAL
TAXES, AS MAY BE REQUIRED FOR THE PERFORMANCE OF THIS WORK.

1.14 CONTRACTORS WILL BE EXEMPT FROM CONTRACTOR'S EXCISE TAX AND WILL BE
ISSUED EXEMPTION CERTIFICATES ACCORDINGLY.

END OF SECTION 00 4100
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SECTION 01 2300
ALTERNATES

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Description of Alternates.
B. Procedures for pricing Alternates.

1.02 RELATED REQUIREMENTS
A. Document 00 2113 - Instructions to Bidders:  Instructions for preparation of pricing for

Alternates.
1.03 DEFINITIONS

A. Specified Alternate:  An amount proposed by bidders and stated on the Bid Form for certain
work defined in the Bidding Requirements that may be added to or deducted from the Base
Bid amount if Owner decides to accept a corresponding change either in the amount of
construction to be completed or in the products, materials, equipment, systems, or installation
methods described in the Contract Documents.

B. The cost or credit for each alternate is the net addition to or deduction from the Contract Sum to
incorporate alternate into the Work.  No other adjustments are made to the Contract Sum.

1.04 ACCEPTANCE OF ALTERNATES
A. Alternates quoted on Bid Forms will be reviewed and accepted or rejected at Owner's option. 

Accepted Alternates will be identified in the Owner-Contractor Agreement.
B. Coordinate related work and modify surrounding work to integrate the Work of each Alternate.

1.05 SCHEDULE OF ALTERNATES
A. GENERAL NOTE: The Alternate Number is in no way meant to assign specific Alternates or

work responsibilities associated with Alternates to specific Contractor's nor relieve certain
Contractors from work associated with Alternates, but is a generic designation applied to the
Alternate Description. Each Contractor is responsible for reviewing the Alternates and
determining responsibility for work associated with the  each Alternate based on the
responsibilities defined and assigned throughout the  Drawings and Specification Manual.

B. All work performed under this Section shall comply with the general intent of the Project
Drawings and Specifications.

C. Specified Alternates
Alternate 1

State the amount to be deducted from Base Bid for not furnishing a Payment and
Performance Bond.

Alternate 2
State the amount to be added to the Base Bid for all work associated with the adding
the Exterior Monument Sign (electrical rough ins shall be included in project scope).

Alternate 3
State the amount to be added to Base Bid for all work associated with the furnishing
and installation of a 20’-0” x 120’-0” concrete pad along north side of Cold Storage.
(See Civil Plans)

Alternate 4
State the amount to be added to Base Bid for all work associated with the furnishing
and installation of Engineered Wood Siding w/ Fabric WRB in leu of EIFS w/ Liquid
applied WRB on entirety of office building.

Alternate 4B
Engineered Panel Siding (Smooth) with Fabric WRB in leu of EIFS with Liquid applied
WRB for Monument Sign.  Alum trim pieces for panels as required.  Final layout of all
trim pieces to be Verified by Architect.

Alternate 5
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State the amount to be deducted from Base Bid for all work associated with the
furnishing and installing of Asphalt Shingles and underlayment in leu of Standing
seam metal roof panels and underlayment on Office Building.

Alternate 6
State the amount to be added to Base Bid for all work assciated with the furnishing
and installing of a 35’-0” Flagpole (electrical rough-ins included in project scope).

Alternate 7
State the amount to be deducted from Base Bid for all the work associated with the
furnishing and installing the interior metal wall panel to a hight of 10’-0” in vehicle bay
1 & 2, warehouse, and cold storage on the exterior perimeter walls.

Alternate 8
State the amount to be added to Base Bid for all the work associated with the
furnishing and installing fabric underneath gravel yard. (See), as indicated on Civil
Drawings.

1.06 PROCEDURES
A. Coordination:  Modify or adjust affected adjacent work as necessary to completely integrate

work of the alternate into Project.
1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar

items incidental to or required for a complete installation whether or not indicated as part of
alternate.

B. Notification:  Immediately following award of the Contract, notify each party involved, in writing,
of the status of each alternate.  Indicate if alternates have been accepted, rejected, or deferred
for later consideration.  Include a complete description of negotiated modifications to alternates.

C. Execute accepted alternates under the same conditions as other work of the Contract.
PART 2  PRODUCTS - NOT USED
PART 3  EXECUTION - NOT USED

END OF SECTION 01 2300
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SECTION 10 1400
SIGNAGE

PART 1  GENERAL
1.01 SECTION INCLUDES

A. Room and door signs. (Interior)
B. Building identification signs. (Exterior)
C. Exterior Signage at Monument sign location. (See Plans)

1.02 RELATED REQUIREMENTS
A. Section 01 7000 - Execution and Closeout Requirements:  Cutting and Patching.
B. Section 26 5100 - Interior Lighting:  Exit signs required by code.

1.03 REFERENCE STANDARDS
A. 36 CFR 1191 - Americans with Disabilities Act (ADA) Accessibility Guidelines for Buildings and

Facilities; Architectural Barriers Act (ABA) Accessibility Guidelines; current edition.
B. ADA Standards - Americans with Disabilities Act (ADA) Standards for Accessible Design; 2010.
C. ICC A117.1 - Accessible and Usable Buildings and Facilities; 2017.

1.04 SUBMITTALS
A. See Section 01 3000 - Administrative Requirements, for submittal procedures.
B. Product Data:  Manufacturer's printed product literature for each type of sign, indicating sign

styles, font, foreground and background colors, locations, overall dimensions of each sign.
C. Signage Schedule:  Provide information sufficient to completely define each sign for fabrication,

including room number, room name, other text to be applied, sign and letter sizes, fonts, and
colors.
1. When room numbers to appear on signs differ from those on the drawings, include the

drawing room number on schedule.
2. Submit for approval by Owner through Architect prior to fabrication.

D. Samples:  Submit one sample of each type of sign, of size similar to that required for project,
illustrating sign style, font, and method of attachment.

E. Selection Samples:  Where colors are not specified, submit two sets of color selection charts or
chips.

F. Verification Samples:  Submit samples showing colors specified.
G. Manufacturer's Installation Instructions:  Include installation templates and attachment devices.
H. Manufacturer's Qualification Statement.

1.05 QUALITY ASSURANCE
A. Manufacturer Qualifications:  Company specializing in manufacturing the products specified in

this section with minimum three years of documented experience.
1.06 DELIVERY, STORAGE, AND HANDLING

A. Package signs as required to prevent damage before installation.
B. Store tape adhesive at normal room temperature.

PART 2  PRODUCTS
2.01 MANUFACTURERS

A. Flat Signs
1. Basis of Design:  Vista Systems;  www.vistasystem.com
2. Approved Manufacturers:  Color comparison will be a consideration for approval of equals. 

Final determination on acceptance is at the Architect's discretion.
a. Inpro :  www.inprocorp.com.
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b. Mohawk Sign Systems, Inc:  www.mohawksign.com/#sle.
c. Seton Identification Products:  www.seton.com/aec.
d. Substitutions:  See Section 01 6000 - Product Requirements.

2.02 SIGNAGE APPLICATIONS
A. Accessibility Compliance:  Signs are required to comply with ADA Standards and ICC A117.1

and applicable building codes, unless otherwise indicated; in the event of conflicting
requirements, comply with the most comprehensive and specific requirements.

B. Room and Door Signs:  Provide a sign for every doorway, whether it has a door or not, not
including corridors, lobbies, and similar open areas.
1. Sign Type:  Flat signs with engraved panel media as specified.
2. Provide "tactile" signage, with letters raised minimum 1/32 inch (0.8 mm) and Grade II

braille.
3. Offices, Conference and Meeting Rooms: Provide "window" section for replaceable

occupant name.
4. Rooms (general):  Identify with room names. Verify room names with Owner.
5. Rest Rooms:  Identify with pictograms, the names "MEN" and "WOMEN",and braille.

C. Signage for Monument Sign shown on site plan:
1. Use individual metal channel letters.

a. Metal:  Aluminum casting.
b. Finish:  Brushed, satin.
c. Size:  8" High, As indicated on Drawings
d. Character Style:  To be determined.
e. Color:  To be selected by Architect from manufacturer's standard colors.
f. Material:  Aluminum
g. Lighting:  None
h. Installed by Sign Company

2. Mount on outside monument wall (Verify final layout w/ Architect)
a. Flush mount to wall, no standoffs.

D. Building Identification Signs:
1. Use individual metal channel letters.

a. Metal:  Aluminum casting.
b. Finish:  Brushed, satin.
c. Size:  8" High, As indicated on Drawings
d. Character Style:  To be determined.
e. Color:  To be selected by Architect from manufacturer's standard colors.
f. Material:  Aluminum
g. Lighting:  None

2. Mount on outside wall in location shown on drawings.
a. Flush mount to wall, no standoffs.

2.03 SIGN TYPES
A. Flat Signs:  Signage media in aluminum frame.

1. Corners:  Square.
2. Frame Finish:  Natural (clear) anodized.
3. Clear Cover:  For customer produced sign media, provide clear cover of polycarbonate

plastic, glossy on back, non-glare on front.
4. Wall Mounting of One-Sided Signs:  Standoff System.

B. Color and Font:  To be verified with Architect and Owner.
1. Character Font:  Helvetica, Arial, or other sans serif font.
2. Character Case:  Upper and lower case (title case).
3. Background Color:  Verify with Owner.
4. Character Color:   Black.
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2.04 TACTILE SIGNAGE MEDIA
A. Applied Character Panels:  Acrylic plastic base, with applied acrylic plastic letters and braille.

1. Total Thickness:  1/8 inch (3 mm).
2. Letter Thickness:  1/8 inch (3 mm).
3. Letter Edges:  Square.

2.05 NON-TACTILE SIGNAGE MEDIA
A. Silk Screened Plastic Panels:  Letters and graphics silk screened onto reverse side of plastic

surface:
1. Product:  Aluminum composite.
2. Standoff System: 10-24 Threaded caps diameter: 3/8", Height 1/4", Satin steel Grade 304. 

Two per sign.
3. Sign Color:  see Color and Material Schedule.
4. Total Thickness:  1/8 inch (3 mm).

2.06 ACCESSORIES
A. Concealed Screws:  Stainless steel, galvanized steel, chrome plated, or other non-corroding

metal.
B. Tape Adhesive:  Double sided tape, permanent adhesive.

PART 3  EXECUTION
3.01 EXAMINATION

A. Verify that substrate surfaces are ready to receive work.
3.02 INSTALLATION

A. Install in accordance with manufacturer's instructions.
B. Install neatly, with horizontal edges level.
C. Locate signs where indicated:

1. Room and Door Signs:  Locate on wall at latch side of door with centerline of sign at 60
inches (1525 mm) above finished floor.

2. If no location is indicated obtain Owner's instructions.
D. Protect from damage until Substantial Completion; repair or replace damage items.

END OF SECTION 10 1400
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Addendum No. 3 
Page 1 of 1 

DATE: August 03, 2022 

PROJECT: Clay-Union Electric Building & Site Improvements 
Vermillion, South Dakota 
DGR Project No. 671061 

LETTING DATE: Tuesday, August 9, 2022 
____________________________________________________________________________ 

ADDENDUM NO. 3 

This Addendum forms a part of the Contract Documents and modifies the Contract Documents, 
Specifications, and Drawings as described below.  

Drawings: 

1. Sheet C4.0 – Grading Plan – The following changes have been made:

• The mound system boundary will require 3’ of over excavation and will need to be backfilled
with off-site clay material. Material should meet the minimum requirements of a percolation
rate of not less than 5 min/in. Once material is brought on-site and compacted, the owner will
have a percolation test completed to ensure minimum rates are met prior to the mound system
installation. The additional over excavation has been accounted for in the grading table.

• Excess topsoil material may be stored within the owner’s property (north of the project limits
and south of 313th Street) at a location determined and agreed upon by the owner.

This addendum shall become a legal and binding part of the contract documents. All Bidders shall agree to 
accept the revisions indicated and prepare proposals in accordance therewith. 

DGR Engineering 

By_____________________________________ 
 Jesse Morris, PE 

08/03/2022
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