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October 2, 2026 
 
Addendum CC-1 

 
Morton Elementary Secure Vestibule 
1805 S 160th St. 
Omaha, NE 68130 
 
CWP 26110 

NOTICE TO BIDDERS: 

A. This Addendum is issued to all registered plan holders pursuant to the Instructions to Bidders and serves to 
clarify, revise, and supersede information in the Project Manual, Drawings, and previously issued Addenda. 
Once issued, portions of this Addendum affecting the Contract Documents shall be considered as fully 
incorporated into the Contract Documents unless further modified by subsequent Addenda. 

B. There are no previous Addenda  

C. The Bidder shall acknowledge receipt of Addenda in the appropriate space on the Bid Form. 

D. The date for receipt of bids is unchanged by this Addendum at same time and location. 

E. The Contract Documents for the above referenced project are hereby amended as follows: 

 

ASSOCIATED CONSULTANT ADDENDA: 

Item No. A1   Structural Work 

A. See Structural Addendum 1 and attachments attached hereto and dated 10/2/26 for additional addendum items. 
 

Item No. A2   Mechanical, Electrical, Plumbing Work 

A. See MEP Addendum 1 and attachments attached hereto and dated 10/2/26 for additional addendum items. 

 

ADDITIONAL ATTACHMENTS: 

1. Prebid Meeting Agenda & Sign-in Sheet 
 

END OF ADDENDUM 
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ADDENDUM #1 

 

DATE ISSUED:  October 2, 2026 

 
PROJECT: Morton Elementary Secure Vestibule  
 
   
This letter is issued to modify, supplement, and/or clarify the original Bidding Specifications and shall be considered 
supplemental thereto.  The contractor shall be responsible for advising prospective suppliers and subcontractors. 
 

 
ITEM #1: 

 ADD Sheet S1.0 STRUCTURAL DEMOLITION PLANS 
A. Add Detail 1: FOUNDATION DEMOLITION PLAN 
B. Add Detail 2: ROOF DEMOLITION PLAN 

 
 

END OF ADDENDUM #1 
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4940 North 118th Street 
Omaha, NE 68164 
P: 402.491.4144 

www.morrisseyengineering.com 

 

 
addendum                                          
 

    
addendum no. 01   

    

date: 10/2/2026   

    

bid date: n/a   

  
project name: MPS Morton Elementary Secure Vestibule 
  
project no: 26093 
  
  

 
This addendum is hereby made a part of the contract documents to the same extent as if it were 
originally included therein.  Contract documents shall be considered modified or revised as 
hereinafter described.   

mechanical items 

1. Sheet M0.0 – Mechanical Coversheet 
a. Revise Temperature Control Notes. 

 
2. Sheet M3.0 – Mechanical Details and Waste & Vent Riser Diagram 

a. Remove exhaust fan control diagram. 
b. Updated sheet title.  

 
3. Sheet M4.0 – Mechanical Schedules 

a. Revise remark (3) in exhaust fan schedule.  

electrical items 

 
1. Sheet E1.0 – Electrical Lighting Plan 

a. Clarify type 9 fixtures. 
 

2. Sheet E2.0 – Power & Special Systems Plan 
a. Adjust mounting heights of CR and IC devices. 

 
3. Sheet E4.0 – Electrical Schedules 

a. Revise electrical lighting fixture schedule and associated notes. 

end of addendum 

 



GAS COCK

FLOOR DRAIN - SIZE TYPE

ROOF DRAIN - SIZE TYPE

OVERFLOW DRAIN - SIZE TYPE

HOSE BIBB

WALL HYDRANT (NON-FREEZE)

VENT THROUGH ROOF

INVERT ELEVATION

FLOW LINE

SYMBOL DESCRIPTION SYMBOL DESCRIPTION

MECHANICAL SYMBOLS

VTR

I.E.

F.L.

2" OD-1

2" RD-1

2" D-1

WH

HB

URINAL (SEE SPECIFICATIONS FOR TYPE)

LAVATORY (SEE SPECIFICATIONS FOR TYPE)

SINK (SEE SPECIFICATIONS FOR TYPE)

ELECTRIC WATER COOLER (SEE SPECIFICATIONS FOR TYPE)

MOP SINK (SEE SPECIFICATIONS FOR TYPE)

DUCTILE IRON

CAST IRON

POLY VINYL CHLORIDEPVC

CI

UR

L

S

EWC

MS

DI

AIR VENT

SENSOR

THERMOSTAT

HUMIDISTAT

SIDEWALL SUPPLY 
REGISTER OR GRILLE

SIDEWALL RETURN OR EXHAUST 
REGISTER OR GRILLE

SUPPLY AIR 
REGISTER

SUPPLY AIR , OUTSIDE AIR OR MIXED AIR DUCT END 
OR RISER UP/RISER DN

RETURN AIR, EXHAUST AIR OR RELIEF AIR 
DUCT END OR RISER UP/RISER DN

RECTANGULAR DUCTWORK (WIDTH/DEPTH)(IN) 
(FIRST NUMBER IS SIDE SHOWN)

ROUND DUCTWORK (DIAMETER)(IN) 
(SPIRAL DUCT IN EXPOSED AREAS)

6x6 R-1

100

6x6 R-1

100

6 Ø D-1

100

NECKSIZE (IN), TAG

AIRFLOW (CFM)

S

12/8

12"Ø

STRAINER 

CHECK VALVE (ARROW INDICATES FLOW)

PRESSURE REGULATING VALVE (PRV)

PRESSURE GAUGE

THERMOMETER

TYPICAL PIPING

PIPE TEE / PIPE ELBOW

ELBOW DN / ELBOW UP

ISOLATION VALVE (BALL OR BUTTERFLY)

BALANCING VALVE

GATE VALVE

GLOBE VALVE
P.T.T PRESSURE/TEMPERATURE TEST PORT

UNION

AUTOMATIC CONTROL VALVE TWO-WAY/THREE-WAY

TYPICAL PLUMBING

WATER CLOSET (SEE SPECIFICATIONS FOR TYPE)WC

HVAC

NECKSIZE (IN), TAG

AIRFLOW (CFM)

NECKSIZE (IN), TAG

AIRFLOW (CFM) MOTORIZED CONTROL DAMPER WITH ACTUATOR

BACKDRAFT DAMPER

VOLUME DAMPER

FIRE DAMPER WITH SLEEVE AND ACCESS DOOR

SMOKE DAMPER WITH SLEEVE AND ACCESS DOOR

FIRE/SMOKE DAMPER WITH SLEEVE AND ACCESS DOOR

TURNING VANES

M

B.D.D.

V.D.

FD

SD

FSD

CARBON DIOXIDE SENSOR

OCCUPANCY SENSOR

T

H

CO2

OCC

CODE

ENERGY CODE COMPLIANCE

ComCHECK

COMMISSIONING

TAB REPORT

2018 IECC 

NO

NO

YES

(1)

(3) (4)

REMARKS: 

1. ComCHECK IS NOT REQUIRED.

2. COMMISSIONING IS NOT REQUIRED BECAUSE EQUIPMENT WITHIN THE SCOPE 
OF WORKS MEETS THE CAPACITY EXCEPTIONS IN THE CODE. 

3. REQUIRED DOCUMENTS (REFER TO CODE) SHALL BE PROVIDED TO THE 
BUILDING OWNER OR OWNER REPRESENTATIVE WITHIN 90 DAYS OF THE DATE 
OF RECEIPT OF THE CERTIFICATE OF OCCUPANCY. 

4. SEE RESPECTIVE SPECIFICATION SECTIONS FOR ADDITIONAL INFORMATION.

(2)

REMARKS

GENERAL MECHANICAL NOTES

1. DO NOT ROUTE DUCTWORK OR PIPING ABOVE ELECTRICAL PANELS. MAINTAIN ALL CODE 
REQUIRED CLEARANCES.

2. PROVIDE A MINIMUM OF 10'-0" CLEARANCE FROM EXHAUST FANS/WASTE VENTS TO ALL OUTSIDE 
AIR INTAKES.

3. MAINTAIN MANUFACTURER'S AND AHJ REQUIRED CLEARANCE AROUND ALL MECHANICAL / 
ELECTRICAL EQUIPMENT AS REQUIRED FOR PROPER OPERATION AND FOR EASE OF 
MAINTENANCE.  FILTER PULL SPACE SHALL BE PROVIDED.

4. COORDINATE EXACT LOCATION OF ALL FLOOR, WALL, AND ROOF PENETRATIONS AND WORK TO 
BE PERFORMED ABOVE THE FLOORS AND ROOF WITH GENERAL CONTRACTOR. SEAL ALL 
PENETRATIONS OF EXTERIOR ENVELOPE WEATHER TIGHT.

5. PROVIDE ACCESS DOORS AND CLEARANCES FOR ALL EQUIPMENT REQUIRING SERVICE, 
INCLUDING BUT NOT LIMITED TO DAMPERS, CONTROL VALVES, EQUIPMENT, AND FILTERS.

6. UNLESS OTHERWISE NOTED, ROUTE DUCTWORK/PIPING AS HIGH AS POSSIBLE.  UTILIZE JOIST 
SPACE AS REQUIRED TO AVOID CONFLICTS. COORDINATE EXACT ROUTING WITH STRUCTURE, 
LIGHTS, AND ALL OTHER TRADES. PROVIDE NECESSARY OFFSETS, TRANSITIONS, AND 
EXTENSIONS AS REQUIRED TO COMPLETE INSTALLATION AT NO ADDITIONAL COST TO OWNER.

7. DRAWINGS ARE DIAGRAMMATIC AND INDICATE THE GENERAL ARRANGEMENT, SIZE, AND 
LOCATION OF MECHANICAL SYSTEMS. CONTRACTOR SHALL FIELD VERIFY AND COORDINATE 
EXACT ROUTING TO AVOID STRUCTURAL, ARCHITECTURAL, ELECTRICAL, PLUMBING, AND FIRE 
PROTECTION CONFLICTS.  PROVIDE ALL ADDITIONAL OFFSETS AS REQUIRED TO COMPLETE 
INSTALLATION.

8. CONTRACTOR SHALL CLEAN ALL HVAC SYSTEMS PRIOR TO TURNOVER. REPLACE ALL FILTERS AT 
SUBSTANTIAL COMPLETION AND AGAIN AT OCCUPANCY.

9. INSTALL ALL FIRE DAMPERS, FIRE/SMOKE DAMPERS, VOLUME DAMPERS, ETC. ABOVE ACCESSIBLE 
CEILINGS OR IN ACCESSIBLE LOCATIONS. PROVIDE ACCESS PANELS WHERE REQUIRED.

10. FIRE CAULK ALL DUCTWORK/PIPE PENETRATIONS THROUGH FIRE RATED WALLS AND 
ASSEMBLIES. CAULK AROUND ALL DUCTWORK PENETRATIONS THOUGH FULL HEIGHT SOUND 
WALLS. REFER TO ARCHITECTURAL DRAWINGS FOR WALL CONSTRUCTION. ALL PENETRATIONS 
OF FIRE-RESISTANT CONSTRUCTION SHALL BE SEALED WITH A LISTED FIRESTOPPING 
ASSEMBLY BY THE CONTRACTOR RESPONSIBLE FOR THE PENETRATION.

11. CENTER DIFFUSERS, REGISTERS, AND GRILLES IN CEILING TILES WHERE 24x24 OR 24x12 CEILING 
DEVICES ARE NOT USED.

12. WHERE DIMENSIONS OR CLEARANCES ARE NOT SHOWN, REFER TO EQUIPMENT
MANUFACTURER REQUIREMENTS AND MAINTAIN ALL IMC AND AHJ REQUIRED SERVICE 
CLEARANCES.

13. PROVIDE FIRE DAMPERS WHERE REQUIRED BY CODE. COORDINATE LOCATIONS WITH FIRE-
RATED ASSEMBLIES. INSTALL PER MANUFACTURER INSTRUCTIONS AND NFPA 80/105.

14. ALL PENETRATIONS THROUGH FIRE-RATED ASSEMBLIES SHALL BE FIRESTOPPED USING UL-
LISTED SYSTEMS. COORDINATE WITH GENERAL CONTRACTOR.

15. SPACE ABOVE ALL CEILINGS SHALL BE MAINTAINED AS A RETURN AIR PLENUM PER APPLICABLE 
BUILDING CODES AND AHJ. COMBUSTIBLE MATERIALS ARE NOT PERMITTED WITHIN RETURN AIR 
PLENUM. ONLY PLENUM RATED MATERIALS CAN BE EXPOSED TO RETURN AIR PLENUM.

16. CONTRACTOR SHALL PROVIDE ALL MATERIALS, EQUIPMENT, SUPPORTS, LOW/LINE VOLTAGE 
WIRING, AND ACCESSORIES NECESSARY FOR COMPLETE AND OPERABLE MECHANICAL 
SYSTEMS, WHETHER OR NOT EACH ITEM IS SPECIFICALLY SHOWN OR LISTED.

17. SEE ELECTRICAL DRAWINGS DEVICE ALIGNMENT DETAIL FOR ALL SENSOR AND/OR CONTROL 
DEVICE INSTALLATION HEIGHTS AND SPACING NOTES UNLESS OTHERWISE NOTED. IF DEVICE 
ALIGNMENT DETAIL NOT AVAILABLE, MOUNT AT PREFERRED MOUNTING HEIGHT WHERE 
APPLICABLE, SEE SPECIFICATIONS, OR CONFIRM WITH ENGINEER PRIOR TO INSTALLATION.

18. ALL ITEMS SHOWN LIGHT OR INDICATED ON PLAN AS (E) ARE EXISTING, AND (R) ARE TO BE 
RELOCATED. ALL ITEMS SHOWN DARK ARE NEW. NOT ALL MECHANICAL ITEMS ARE SHOWN.

19. EXISTING MECHANICAL WORK IS BASED ON ORIGINAL DRAWINGS AND APPROXIMATIONS FROM 
FIELD OBSERVATIONS. NOT ALL EXISTING MECHANICAL IS INDICATED. CONTACT 
ARCHITECT/ENGINEER IF EXISTING CONDITIONS SIGNIFICANTLY VARY FROM THOSE SHOWN.

20. CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO NEW WORK. 
CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING DUCTWORK AS NECESSARY TO AVOID 
CONFLICTS WITH EXISTING STRUCTURE AND WITH ALL TRADES OF NEW WORK.

21. PLAN WORK TO MINIMIZE SHUT-DOWNS. COORDINATE ALL REQUIRED SHUT-DOWNS WITH   
OWNER.

24. PLANS ARE SCHEMATIC IN NATURE. PIPE ROUTING IS SHOWN FOR CLARITY AND FOR GENERAL 
ROUTING INFORMATION. COORDINATE EXACT ROUTING WITH ALL OTHER TRADES. PROVIDE ALL 
ADDITIONAL OFFSETS AS REQUIRED TO COMPLETE INSTALLATION.

25. INSTALL ALL VALVES ABOVE ACCESSIBLE CEILINGS OR IN ACCESSIBLE LOCATIONS. PROVIDE    
ACCESS PANELS WHERE REQUIRED.

26. DO NOT ROUTE WATER PIPING IN EXTERIOR WALLS.

27. ALL PLUMBING SHALL BE IN ACCORDANCE WITH THE OMAHA PLUMBING CODE. NOT ALL   
   CLEANOUTS SHOWN. PROVIDE CLEANOUTS AS REQUIRED PER AUTHORITY HAVING   

JURISDICTION. COORDINATE CLEANOUT LOCATIONS WITH GENERAL CONTRACTOR.

28. SEE WASTE AND VENT RISER DIAGRAM ON SHEET M3.0 FOR COMPLETE PLUMBING SIZES AND 
   CONFIGURATION.

29. SEE PLUMBING FIXTURE SCHEDULE ON SHEET M4.0 FOR PLUMBING FIXTURE CONNECTION          
REQUIREMENTS.

GENERAL DETAIL REFERENCES APPLICABLE TO ALL HVAC SHEETS

UNLESS OTHERWISE NOTED, RUN OUTS TO DIFFUSERS, REGISTERS, 
AND GRILLES SHALL MATCH NECK SIZE.

PROVIDE LINED RETURN BOOT ON RETURN AIR 
TERMINALS NOT DUCTED PER DETAIL NOTED.

PROVIDE DUCTWORK FITTINGS PER DETAILS 
NOTED.

2

M3.0

3

M3.0

1

M3.0

COORDINATE DEVICE LOCATIONS WITH ELECTRICAL 
CONTRACTOR.

2

E0.0

MECHANICAL / ELECTRICAL COORDINATION SCHEDULE (1) (2)

POWER WIRING AND 
CONNECTION BY

CONTROL WIRING 
AND CONNECTION BY

ITEM FURNISHED BY
SET IN PLACE OR 

MOUNTED BY

E MMEQUIPMENT MOTORS M

DISCONNECT SWITCHES, THERMAL OVERLOAD SWITCHES, MANUAL

OPERATING SWITCHES

E -M  a) FURNISHED AS PART OF FACTORY-WIRED MECHANICAL EQUIPMENT M

E -E  b) LOOSE MOUNTED E

TRANSFORMERS

E -E  a) SERVING 120 VOLT AND HIGHER LOADS E

E MM (3)  b) SERVING 24 VOLT CONTROL POWER M

E EECONTACTORS E

M M (4)MLOW VOLTAGE CONTROLS AND THERMOSTATS M

E EEELECTRIC WALL AND UNIT HEATERS E

E E (5)EFIRE AND SMOKE DETECTORS INCLUDING RELAYS FOR FAN SHUTDOWN E

NOTES:

1. MOTORS, EQUIPMENT, CONTROLS, ETC. SHALL BE FURNISHED, MOUNTED AND CONNECTED ACCORDING TO THIS SCHEDULE UNLESS OTHERWISE NOTED (E =ELECTRICAL CONTRACTOR, M = 
MECHANICAL CONTRACTOR).

2. THIS TABLE IS NOT COMPREHENSIVE OF ALL ITEMS BEING FURNISHED. IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO ENSURE THAT COORDINATION BETWEEN TRADES OCCURS AS REQUIRED 
TO PROVIDE COMPLETE WORKING SYSTEMS.

3. WHEN CONTROL POWER IS NOT AVAILABLE, MECHANICAL CONTRACTOR SHALL PROVIDE CONTROL TRANSFORMERS AS REQUIRED TO POWER ALL VALVES, DAMPERS, ETC. 
4. CONDUIT ROUGH-IN FOR THERMOSTATS BY ELECTRICAL CONTRACTOR.
5. WIRING FROM ALARM CONTACTS TO ALARM SYSTEM BY ELECTRICAL; CONTROL FUNCTION WIRING BY MECHANICAL. 

MULTI-SPEED SWITCHES

E MM  a) FURNISHED WITH EQUIPMENT E

GENERAL DEMOLITION NOTES

1. ALL MECHANICAL ITEMS SHOWN ON DEMOLITION PLANS ARE EXISTING.  NOT ALL EXISTING 
MECHANICAL ITEMS ARE SHOWN.  ITEMS MARKED (E) SHALL REMAIN AS IS UNLESS OTHERWISE 
NOTED. REMOVE ITEMS SHOWN DASHED AND/OR MARKED (D).  RELOCATE ITEMS MARKED (R).

2. EXISTING DRAWINGS ARE BASED ON EXISTING CONSTRUCTION DOCUMENTS AND 
APPROXIMATIONS FROM FIELD OBSERVATIONS.  DRAWINGS ARE SCHEMATIC IN NATURE.  
CONTRACTOR SHALL FIELD VERIFY ALL EXISTING CONDITIONS PRIOR TO STARTING WORK. ANY 
DISCREPANCIES BETWEEN DRAWINGS, SPECIFICATIONS, OR FIELD CONDITIONS SHALL BE 
BROUGHT TO THE ARCHITECT/ENGINEER’S ATTENTION BEFORE PROCEEDING.

3. HOLES CUT IN WALLS, FLOORS, AND CEILINGS TO PERMIT THE REMOVAL OF EQUIPMENT, 
PIPING, ETC. SHALL BE CAREFULLY MADE AND RESTRICTED TO THE SMALLEST PRACTICAL SIZE.  
PATCH ALL HOLES NOT REQUIRED FOR NEW WORK TO MATCH EXISTING.

4. THE OWNER RESERVES THE FIRST RIGHT OF SALVAGE OF ANY ITEMS REMOVED.  CONTRACTOR 
SHALL REMOVE ALL UNWANTED MATERIALS FROM THE SITE.  OWNER'S DUMPSTER OR OTHER 
TRASH RECEPTACLES ARE NOT TO BE UTILIZED.

5. COORDINATE PHASING OF DEMOLITION AND REMOVAL WITH GENERAL CONTRACTOR. PLAN ALL 
WORK TO MINIMIZE SHUT DOWNS. WHERE APPLICABLE, COORDINATE EXTENT OF DEMOLITION 
WORK WITH NEW WORK.

6. CONTRACTOR IS RESPONSIBLE FOR PROTECTING EXISTING EQUIPMENT AND SYSTEMS DURING 
CONSTRUCTION. ANY DAMAGE SHALL BE REPAIRED OR REPLACED AT NO ADDITIONAL COST.

HAZARDOUS MATERIAL NOTES

1. WHENEVER THE CONTRACTOR ENCOUNTERS A MATERIAL WHICH COULD POSSIBLY BE
HAZARDOUS, THE CONTRACTOR SHALL STOP WORK AND CONTACT A DISTRICT
REPRESENTATIVE IMMEDIATELY FOR DIRECTION. DO NOT DISTURB THE MATERIAL IN ITS
LOCATION. 

2. CONTRACTORS SHALL AND MUST COORDINATE REMOVAL OF ANY ITEMS SUSPECTED OF
CONTAINING HAZARDOUS MATERIALS WITH A DISTRICT REPRESENTATIVE. REMOVAL OF ANY 
HAZARDOUS MATERIALS SHALL BE IN ACCORDANCE WITHE ALL EPA REQUIREMENTS AS WELL 
AS ALL REQUIREMENTS OF ANY OTHER AGENCIES WITH JURISDICTION OVER SUCH WORK. 

TEMPERATURE CONTROL NOTES

1. CONTROL THROUGH THE BAS. THE TEMPERATURE CONTROL CONTRACTOR WILL BE 
CONTRACTED DIRECTLY BY MPS. THE MECHANICAL CONTRACTOR SHALL COORDINATE WITH 
THE MPS's CONTROL CONTRACTOR. 

PIPING ABBREVIATIONS
DESCRIPTION ABBV.

Domestic Cold Water CW

Domestic Hot Water HW

Domestic Hot Water Recirc HWC

Sanitary W

Vent V

DUCT ABBREVIATIONS
DESCRIPTION ABBV.

Exhaust Air EA

Return Air RA

Supply Air SA

copyright

note:

cmo eyrrIss
engIneerIng Inc

mechanical | electrical | lighting | technology | sustainability

4940 North 118th Street
Omaha, NE 68164
P: 402.491.4144

www.morrisseyengineering.com

MEI PROJECT NO:

do not scale drawings.  verify all dimensions and clearances from 
architectural, structural, shop and other appropriate drawings or 
at site.  lay out and coordinate all work prior to installation to 
provide clearances required for operation, maintenance, and codes 
and verify non-interference with other work.  do not fabricate prior 
to verification of clearance for all trades. 

permission to reproduce all or part of this drawing is hereby granted 
solely for the limited purpose of construction of this project or archiving. 
unauthorized copying, disclosure or construction use without written 
permission of morrissey engineering, inc. is prohibited by copyright law. 

Nebraska COA Number: CA-0835
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MECHANICAL SHEET LIST
Sheet Number Sheet Name

M0.0 MECHANICAL COVERSHEET

MD1.0 PARTIAL FLOOR PLAN - HVAC DEMOLITION

MD2.0 PARTIAL FLOOR PLAN - PLUMBING /
UNDERGROUND PLUMBING DEMOLITION

M1.0 PARTIAL FLOOR PLAN - HVAC

M2.0 PARTIAL FLOOR PLAN - PLUMBING /
UNDERGROUND PLUMBING

M3.0 MECHANICAL DETAILS AND WASTE & VENT RISER
DIAGRAM

M4.0 MECHANICAL SCHEDULES
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24x24 FLAT PLATE
GRILLE IN CEILING GRID

22x10 OPENING IN 
SIDE OF R.A. BOOT

24x24x12 R.A. BOOT
ABOVE GRILLE

FACE OPENING AWAY FROM 
NEAREST MECHANICAL 
EQUIPMENT LOCATED IN PLENUM

LAY-IN TILE CEILING 
SHOWN (VERIFY CEILING 

CONSTRUCTION)

LINE PLENUM BOX WITH ACOUSTICAL 
DUCT LINERSEE SPECIFICATIONS FOR 

DUCT LINER THICKNESS

FLEXIBLE DUCT

ROUND DUCT

CEILING

FLEXIBLE DUCT

36" MAXIMUM LENGTH 
NO BEND ALLOWED

SHEET METAL 90° ELBOW

ROUND DUCT

FLEXIBLE DUCT

INSULATED LINEAR 
DIFFUSER BOOT

36" MAXIMUM LENGTH 
NO BEND ALLOWED

CEILING

DIFFUSER

LINEAR DIFFUSER

TO DIFFUSER

1" WIDE FLANGE WITH GASKET

45 DEGREE TAKEOFF
(TYPICAL ALL TAKEOFFS) 

DAMPER WITH LOCKABLE HANDLE 
AND INSULATION STANDOFF 

CEILING

DUCT MAIN

NOTES:
1. USE OF FLEXIBLE DUCT FOR 90 DEGREE TURNS INTO DIFFUSERS WILL NOT BE ACCEPTED.
2. ALL DIFFUSER RUNOUTS SHALL UTILIZE 45 DEGREE TAKEOFFS AS INDICATED.  STRAIGHT 

TAPS WILL NOT BE ACCEPTED.

DUCT SHALL BE SAME 
SIZE AS DIFFUSER NECK 

CEILING
DIFFUSER

SHEET METAL 90° ELBOW

36" MAXIMUM LENGTH 
NO BEND ALLOWED

ROUND DUCT

DUCT SHALL BE SAME 
SIZE AS DIFFUSER NECK 

SEE PLANS FOR DUCT SIZE

OVERSIZED BRANCH TAKE-OFF

D = WIDTH 
OF DUCT

1/2 D

45° TAKEOFF

45° ROUND TAKE-OFF

45° ENTRY BRANCH
CONVERGING TEE
(ROUND)

30° MAX.

DOUBLE BRANCH TAKE-OFFSINGLE BRANCH TAKE-OFF

30° MAX. 30° MAX.

45° ENTRY BRANCH
CONVERGING TEE

90° ELBOW"Y" BRANCH FITTING

R = 1/2 D

R = 1 X D
(UNLESS SHOWN
OTHERWISE)

R

D = WIDTH
OF DUCT

D

NOTE:
WHERE FITTING
NOT POSSIBLE,
USE EXTRACTOR

LINE DUCT WITH ACOUSTICAL LINER 
SEE SPECIFICATIONS FOR THICKNESS 

PLAN TAG
DIMENSIONS (INCHES)

A

TRANSFER DUCT SCHEDULE

B C D

12 12 38 32

CFM RANGE

XFR - 1 351 - 500

SUPPORT DUCT 
FROM STRUCTURE

SEAL DUCT 
PENETRATION 

THROUGH WALL

B

A

NOTE 3

NOTE 3

D

C

R.A. OPEN TO 
CEILING PLENUM 

(DIMENSION = A x B) 

NOTES : 
1. ALL RETURN AIR TRANSFER DUCTWORK SHALL BE LINED WITH 

ACOUSTICAL DUCT LINER, SEE SPECIFICATIONS FOR THICKNESS. 
2. DUCT DIMENSIONS ARE INSIDE CLEAR OF LINER AND ARE SIZED AT 

500 FPM MAX.  DIMENSION 'C' IS A MINIMUM DIMENSION AND MAY VARY 
DEPENDING ON WALL CONSTRUCTION AND THICKNESS. 

3. PROVIDE A MINIMUM OF 12" CLEAR FROM ALL OBSTRUCTIONS AT 
TRANSFER OPENINGS. 

ROOF CONSTRUCTION

ROOF FLASHING

24
" 

M
IN

1/2" MIN

FILL VOID WITH LOOSE MINERAL WOOL. 
PROVIDE ACOUSTICAL SEALANT 

NOTE: CENTER VENT IN THE 
ROOF OPENING. SIZE OPENING 1" 
LARGER THAN PIPING 

INTERRUPT EXTERNAL 
INSULATION BELOW 

ROOF CONSTRUCTION. ?S-1

?L-1

?2" FD-1

?WC-1

4" W

4" W (E)

3" W (E)

4" W (E)

2" V

SEE SHEET M2.0 FOR CONTINUATION
OF EXISTING UNDERGROUND PLUMBING (TYP.) 

2" V

1 1/2" V

1 1/4" V

2" W

4" W

F.C.O.

1 1/2" V

4" V

4" V T R

SEE SHEET M2.0 FOR CONTINUATION
OF EXISTING UNDERGROUND PLUMBING (TYP.) 

SEE SHEET M2.0 FOR CONTINUATION
OF EXISTING UNDERGROUND PLUMBING (TYP.) 

W.C.O.

4" W

SIDE VIEW TRAPEZE
HANGER FOR UP TO 1000 LB.
UNIFORM LOAD

ADJUSTABLE CLEVIS
HANGER

ADJUSTABLE
CLEVIS HANGER

PROVIDE INSULATION SHIELD
& INSERT FOR ALL PIPING (8" MIN.)

BAND

1-5/8" 12 GAUGE CHANNEL 
OR 2"x2"x1/4" ANGLE

1/2" DIA. HANGER RODS 
WITH 36" MAX. SPACING 
ON EACH CHANNEL

WELD

SADDLE

INSULATION SHIELD
AT HANGER

PROVIDE HIGH COMPRESSIVE 
STRENGTH INSULATION (9 PSF MIN. 
DENSITY) UNDER INSULATION SHIELD

INSULATION

HANGER ROD

1"
 M

A
X

.

PIPE

INSULATION, SEE 
SPECIFICATIONS FOR 
APPLICATION SCHEDULE. 

PIPE HANGER

INSULATION SHIELD

RIGID INSULATION INSERT

6"

10" MIN.

WASTE

1/2" HW

FAUCET

1/2" CW

WASTE

HW DN. SEE 
PLANS FOR SIZE. 

HWC UP. SEE 
PLANS FOR SIZE 

HW LOOP UNDER COUNTER 
FOR MULTIPLE SINKS 

1/2" HW

FAUCET

1/2" CW

FLOOR

ROOF CONSTRUCTIONSECURE DUCT TO ROOF CONSTRUCTION

HOOD HD-X

ROOF FLASHING

PREFABRICATED ROOF CURB

SECURE HOOD TO ROOF CURB

COORDINATE ROOF CURB 
WITH ROOF CONSTRUCTION 

MINIMUM 10" ABOVE ROOF

M

SEE PLANS FOR DUCT SIZE

E
A

DUCT INSULATION

BIRD SCREEN
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NTSM3.0

2 RETURN BOOT DETAILS
NTSM3.0

1 DIFFUSER CONNECTION DETAILS
NTSM3.0

3 DUCT FITTING DETAILS
NTSM3.0

4 'L' SHAPED TRANSFER DUCT DETAIL

NTSM3.0

5 VENT TO ROOF DETAIL

M3.0

7 WASTE & VENT RISER DIAGRAM

GENERAL WASTE AND VENT RISER NOTES

1. ALL WASTE AND VENT PIPING SHALL BE IN CONFORMANCE WITH THE OMAHA PLUMBING CODE
AND APPLICABLE SPECIFICATIONS

2. NOT ALL CLEANOUTS ARE INDICATED. PROVIDE CLEANOUTS AS REQUIRED BY THE OMAHA
PLUMBING CODE. 

3. PROVIDE MATERIALS AS ALLOWED BY THE OMAHA PLUMBING CODE AND APPLICABLE
    SPECIFICATIONS. 

NTSM3.0

8 PIPE HANGER AND INSULATION DETAIL

NTSM3.0

9 HOT WATER RECIRCULATION DETAIL

NTSM3.0

6 EXHAUST ROOF HOOD DETAIL
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PIPING INSULATION SCHEDULE (1) (2) (3) 

INSULATION TYPE
INSULATION 
THICKNESS

VAPOR 
RETARDER

SERVICE REMARKSPIPING SIZES

MINERAL FIBER 1/2" YES -ALLDOMESTIC COLD WATER (CW)

MINERAL FIBER 1/2" NO -1/2" TO 2"DOMESTIC HOT WATER (WITHOUT RECIRC.)

MINERAL FIBER 1" NO -1/2" TO 2"DOMESTIC HOT WATER (WITH RECIRC.)

MINERAL FIBER 1" NO -ALLDOMESTIC HOT WATER RECIRCULATION

MINERAL FIBER 1/2" YES -ALLPLUMBING VENTS (24" BELOW ROOF)

REMARKS:
1. INSULATION TYPE AND THICKNESS SHALL MEET ALL REQUIREMENTS OF 2018 IECC. 
2. SEE SPECIFICATION SECTIONS 22 07 20 FOR ADDITIONAL INFORMATION.
3. SEE PIPING INSULATION DETAIL 8 SHEET M3.0.

DUCTWORK INSULATION SCHEDULE (1) (2)

INSULATION TYPE
INSULATION 
THICKNESS

VAPOR 
RETARDER

SERVICE REMARKSDUCTWORK APPLICATION
MINIMUM 
R-VALUE

MINERAL FIBER BLANKET 2-3/16" YES -ROUNDSUPPLY AIR CONCEALED ABOVE CEILING R-6

DUCT LINER 1-1/2" NO -RECTANGULARSUPPLY AIR CONCEALED ABOVE CEILING R-6

MINERAL FIBER BLANKET 2-3/16" YES -ROUNDRETURN AIR CONCEALED ABOVE CEILING R-6

DUCT LINER 1-1/2" NO -RECTANGULARRETURN AIR CONCEALED ABOVE CEILING R-6

MINERAL FIBER BLANKET 2-3/16" YES -ROUNDEXHAUST AIR ALL R-6

REMARKS:
1. INSULATION TYPE AND THICKNESS SHALL MEET ALL REQUIREMENTS OF 2018 IECC.
2. SEE SPECIFICATION SECTION 23 07 00 FOR ADDITIONAL INFORMATION.

DUCT LINER 1" NO -RECTANGULARRETURN / XFR AIR PLENUM BOOTS & TRANSFER DUCTS -
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REMARKS:
1.  VERIFY ALL FRAMES, FINISHES, AND ACCESSORIES WITH CEILING CONSTRUCTION PRIOR TO FURNISHING MATERIAL.
        a. VERIFY QUANTITIES WITH PLANS.
        b. SEE PLANS FOR NECK SIZES.
2.  NOISE CRITERIA (NC) SHALL BE LESS THAN 25 ON DIFFUSERS, REGISTERS AND GRILLES LOCATED IN OCCUPIED SPACES.
3.  NON-RADIAL OPPOSED BLADE DAMPER.  MAIN BALANCING SHALL BE DONE WITH BRANCH VOLUME DAMPER AT TAKEOFF LOCATION OF MAIN DUCT.  OPPOSED BLADE DAMPER SHALL BE USED FOR FINE TUNING ONLY.

DIFFUSER REGISTER AND GRILLE SCHEDULE (1) (2)

PLAN TAG MANUFACTURER MODEL FUNCTION DESCRIPTION DEFLECTION
AIR P.D. (IN

WG)
MATERIAL FINISH NECK SIZE FACE SIZE REMARKS

D-1 KRUEGER PLQ SUPPLY PLAQUE DIFFUSER 360° 0.10" STEEL WHITE SEE PLANS 24"x24" -

D-2 KRUEGER PLQ SUPPLY PLAQUE DIFFUSER 360° 0.10" STEEL WHITE SEE PLANS 12"x12" -

G-1 KRUEGER 6690 RETURN ROUND NECK PERFORATED FACE PERFORATED 0.10" STEEL WHITE SEE PLANS 24"x24" -

G-2 KRUEGER 6490 RETURN / XFR RECT NECK PERFORATED FACE PERFORATED 0.10" STEEL WHITE SEE PLANS 24"x24" -

G-3 KRUEGER 6490 RETURN / XFR RECT NECK PERFORATED FACE PERFORATED 0.10" STEEL WHITE SEE PLANS 24"x24" -

R-1 KRUEGER 880H SUPPLY RECT DOUBLE DEFLECTION REGISTER DOUBLE 3/4" 0.10" STEEL WHITE SEE PLANS NECK SIZE + 1-3/4" (3)

REMARKS:
1.  VERIFY ALL FRAMES, FINISHES, AND ACCESSORIES WITH CEILING CONSTRUCTION PRIOR TO FURNISHING MATERIAL.
        a. VERIFY QUANTITIES WITH PLANS.
        b. SEE PLANS FOR NECK SIZES, LENGTHS, & NUMBER OF SLOTS.
2.  NOISE CRITERIA (NC) SHALL BE LESS THAN 25 ON DIFFUSERS, REGISTERS AND GRILLES LOCATED IN OCCUPIED SPACES.
3.  DIFFUSER FRAMES IN ACT GRID CEILINGS SHALL BE LAY-IN TYPE.  FRAMES IN GYP CEILINGS AND/OR WALLS SHALL BE CONCEALED TYPE.
4.  LINEAR SLOT DIFFUSER IS USED FOR RETURN/EXHAUST AND SHALL HAVE NO BLADES.

LINEAR SLOT DIFFUSER SCHEDULE (1) (2)

PLAN TAG MANUFACTURER MODEL FUNCTION MOUNTING DEFLECTION
AIR P.D.
(IN WG)

MATERIAL FINISH NECK SIZE PLENUM
SLOTS

LENGTH REMARKS
QTY WIDTH

LD-1 KRUEGER 1900 SUPPLY GYP CEILING 180° ADJUSTABLE 0.10" STEEL WHITE SEE PLANS INSULATED PLENUM BOX 2 1" 9' - 0" (3)

LD-2 KRUEGER 1900 RETURN GYP CEILING 180° ADJUSTABLE 0.10" STEEL WHITE SEE PLANS RETURN AIR BOOT 2 1" 9' - 0" (3) (4)

REMARKS:
1.  CEILING EXHAUST FAN.
2. PROVIDE WITH PLASTIC INLET GRILLE, ELECTRICAL DISCONNECT, BACKDRAFT DAMPER, ROUND DUCT CONNECTOR, FAN SPEED CONTROL, 16" TALL FULLY INSULATED CURB & ROOF CAP.
3. CONTROL THROUGH THE BAS. THE TEMPERATURE CONTROL CONTRACTOR WILL BE CONTRACTED DIRECTLY BY MPS. THE MECHANICAL CONTRACTOR SHALL COORDINATE WITH THE MPS's CONTROL CONTRACTOR.
4. DIRECT DRIVE WITH EC MOTOR.

EXHAUST FAN SCHEDULE

GENERAL PHYSICAL SIZE FAN MOTOR

REMARKS
PLAN TAG MANUFACTURER MODEL SERVES

WEIGHT
(lbs)

DIMENSIONS
(D x W x H)

AIRFLOW
(CFM)

E.S.P.
(in-wg)

MAXIMUM
BHP / HP RPM

VOLTAGE /
PHASE

TYPE
CONTROL

DEVICERPM SONES

EF-1 GREENHECK SP-B110ES (1) BATHROOM EXHAUST 10 12" x 14" x 7" 75 0.43 650 2.5 0.04 / 0.04 650 115 V / 1 ECM (3) (2) (4)

REMARKS:
1. SEE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS INCLUDING STOPS, FITTINGS AND ALL OTHER SPECIALTIES.
2. IMAGES OF FIXTURES MAY NOT INDICATE ACTUAL FIXTURE SPECIFIED.  IMAGES ARE GRAPHICAL IN NATURE.  SEE DESCRIPTION FOR ACTUAL FIXTURE AND MODEL.

PLUMBING FIXTURE SCHEDULE (1) (2)

TAG
FIXTURE FAUCET-VALVE-ACCESSORY

DESCRIPTION
CONNECTIONS

REMARKS
MODEL IMAGE (2) MODEL IMAGE (2) CW HW V W

WC-1
AMERICAN
STANDARD:
AFWALL 3351.101

SLOAN: 111
ESS-1.28

DESCRIPTION:  ELONGATED, SIPHON JET BOWL, WALL MOUNTED, BACK OUTLET WATER
CLOSET WITH FLUSHOMETER FEATURING TRUE MECHANICAL OVERRIDE.
ADA COMPLIANT: YES
COLOR:  WHITE
FLUSHOMETER:  TOP SPUD.  1.28 GALLONS PER FLUSH.
FLUSHOMETER FINISH:  POLISHED CHROME.
FLUSHOMETER OPERATION:  HARDWIRED WITH TRUE MANUAL OVERRIDE.
SEAT:  WHITE, ELONGATED, OPEN FRONT WITHOUT COVER, SEAT WITH CHECK HINGE.
RIM HEIGHT: 17.5"-18"
CARRIER: PROVIDE WITH AUXILIARY CARRIER SUPPORT, WATTS MODEL CA-100-EXT, OR
EQUIVALENT, IN ADDITION TO STANDARD CARRIER.

1" - 2" 4"

FIXTURE SHALL BE
MaP TESTED FOR A
MINIMUM OF 1,000
GRAMS PER FLUSH.

L-1

AMERICAN
STANDARD:
LUCERNE
0355012

SLOAN: OPTIMA
EBF-85

DESCRIPTION:  WALL HANGING LAVATORY WITH HARDWIRED SENSOR FAUCET.  FAUCET
HAS SELF-ADAPTIVE RANGE ADJUSTMENT.
ADA COMPLIANT: YES.
COLOR:  WHITE
FIXTURE DIMENSIONS:  21" x 18"
FIXTURE CONSTRUCTION:  LAVATORY OPENINGS TO MATCH FAUCET INLET SPACING.
FAUCET VALVE OPERATION:  HARDWIRED, SENSOR OPERATED.
FAUCET ACCESSORIES:  BELOW DECK THERMOSTATIC MIXING VALVE.
SPOUT:  INTEGRAL WITH BODY, VANDAL RESISTANT AERATOR. 1/2-GPM FLOW.
DRAIN:  GRID STRAINER
ADA INSULATION KIT:  PROVIDE SUPPLY AND DRAIN SOFT MOLDED INSULATION KITS
FROM FIXTURE TO WALL.  COVERINGS TO BE CUSHIONED JACKET PLASTIC COVERING
WITH SELF STICKING FASTENING SYSTEM.

1/2" 1/2" 1-1/4" 1-1/4"

S-1
ELKAY:
LRAD221965

KOHLER:
K-596-CP
"SIMPLICE"

DESCRIPTION:  DROP-IN COUNTER MOUNTED, SINGLE-BOWL, 18-GUAGE STAINLESS
STEEL SINK W/ PULL-DOWN GOOSENECK SWING SPOUT.
ADA COMPLIANT:  SINK - YES.  FAUCET - YES.
FIXTURE BOWL DIMENSIONS:  18" x 14" x 6-1/2"
FIXTURE OVERALL DIMENSIONS:  22" x 19-1/2" x 6-1/2"
FIXTURE CONSTRUCTION:  SINK/COUNTER OPENINGS TO MATCH FAUCET INLET SPACING.
FIXTURE DRAIN:  1-1/2" GRID STRAINER WITH 3-1/2" REMOVABLE STAINLESS STEEL
CRUMB CUP.
FAUCET HANDLE:  SINGLE HANDLE LEVER.
FAUCET SPOUT:  REACH - 9" HEIGHT - 9-1/2" WITH 1-1/2 GPM FLOW AERATOR.
FAUCET FINISH:  POLISHED CHROME.

1/2" 1/2" 1-1/2" 1-1/2"

REMARKS:
1. SEE SPECIFICATIONS FOR ADDITIONAL REQUIREMENTS INCLUDING STOPS, FITTINGS AND ALL OTHER SPECIALTIES.
2. IMAGES OF FIXTURES MAY NOT INDICATE ACTUAL FIXTURE SPECIFIED.  IMAGES ARE GRAPHICAL IN NATURE.  SEE DESCRIPTION FOR ACTUAL FIXTURE AND MODEL.

PLUMBING SPECIALTIES SCHEDULE (1) (2)

TAG
FIXTURE

DESCRIPTION
CONNECTIONS

REMARKS
MODEL IMAGE (2) CW HW V W

FD-1 J.R. SMITH:2005

FLOOR DRAIN WITH CAST IRON BODY, FLASHING COLLAR, 8" SQUARE
ADJUSTABLE NICKEL BRONZE GRATE.

INSTALL FLOOR DRAIN PARALLEL TO TILE PATTERN.  COORDINATE
WITH ARCHITECTAL PLANS AND GENERAL CONTRACTOR.

- - 1-1/2" 2"

REMARKS:
1.  PROVIDE WITH BIRDSCREEN.
2.  PROVIDE WITH MANUFACTURER'S BEST FINISH AVAILABLE - 2 COAT - 70% PVDF.  STANDARD [CUSTOM] FINISH COLOR SELECTED BY ARCHITECT.
3.  PROVIDE WITH 16" TALL FULLY INSULATED ROOF CURB.  SCHEDULED HEIGHT DOES NOT INCLUDE ROOF CURB.  CONTRACTOR SHALL CONFIRM ROOF INSULATION THICKNESS AT FINAL
PLACEMENT OF EQUIPMENT.  PROVIDE ROOF CURB HEIGHT TO ALLOW A MINIMUM 8” ROOF FLASHING UP TO NAILER (VERIFY REQUIRED FLASHING DIMENSION WITH ROOFING CONTRACTOR).
INCREASE INDICATED CURB HEIGHT AS REQUIRED.

ROOF HOOD SCHEDULE

GENERAL PHYSICAL SIZE AIRFLOW

REMARKS
PLAN TAG MANUFACTURER MODEL SERVES / FUNCTION

OVERALL SIZE (3)
OPENING SIZE

NECK SIZE AIRFLOW
(CFM)

(FPM) NECK
VELOCITY

AIR P.D.
(IN WG)D W H Dia.

HD-1 GREENHECK GRSR-8 BATHROOM EXHAUST 20.5" 20.5" 19.3" 10.5"x10.5" 8" 75 203 0.10" (1) (2) (3)
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1. SEE ELECTRICAL COVER SHEET E0.0 FOR ELECTRICAL GENERAL NOTES. 

GENERAL NOTES:

2 3
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KEYNOTES

E101 INSTALL DFIXTURE DRIVERS IN ADJACENT ACCESS PANEL.  SEE
ARCHITECTURAL PLANS FOR ACCESS PANEL LOCATIONS.
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KEYNOTES

E201 RECONNECT RELOCATED SECURITIY PANEL, COORDINTE LOCATION WITH
MPS SECURITY REPRESENTATIVE.

E202 PROVIDE EXTENSION OF 12" OVERHEAD LADDER TRAY.  EXTEND TO FACE OF
NEW WALL.

E203 UNBOLT EXISTING 2-POST RACK AND ASSOCIATED WIRE MANAGER.
RELOCATE TO BE ADJACENT TO EXISTING 4-POST RACK.  CUT/REMOVE
EXISTING LADDER TRAY TO ALLOW RACKS TO BE REPOSITIONED.
COORDINATE EXACT LOCATION WITH MPS IT REPRESENTATIVE.

E204 REINSTALL EXISTING OVERHEAD LADDER TRAY TO ACCOMMODATE NEW
RACK CONFIGURATION.  PROVIDE NEW 12" WIDE LADDER TRAY TO
ACCOMOMDATE LAYOUT SHOWN.

E205 ROUTE POWER AND DATA PATHWAYS TO TV BOX BY WAY OF NEW STUD WALL
ON MAIL/COPY 107 SIDE.  FLUSH CUT IN REQUIRED ELECTRICAL BOX(ES) IN
EXISTING WALL FACE.  AVOID SURFACE RACEWAYS/CONDUITS ON COMMONS
SIDE OF WALL.

E206 PROVIDE FINAL CONNECTION TO AUTOMATIC FLUSH VALVE AND FAUCET.
COORDINATE EXACT TRANSFORMER MOUNTING LOCATOIN AND ALL
REQUIREMENTS WITH PLUMBING CONTRACTOR PRIOR TO ROUGH-IN.

E207 PROVIDE POWER CONTACTOR TO ACCOMMODATE EXHAUST FAN CONTROLS
(CONTROLLED FROM BMS SYSTEM).  COORDINATE REQUIREMENTS WITH
CONTROLS CONTRACTOR.

E208 CONNECT TO EXISTING BREAKER (SIZE AND CONFIGURATION NOTED ON
PLAN) IN PANEL INDICATED THAT BECOMES SPARE DURING DEMOLITION OR
EXISTING SPARE BREAKER.

1/8" = 1'-0"E2.0

1 FIRST FLOOR - POWER

1/4" = 1'-0"E2.0

2 ENLARGED POWER PLAN - TELECOM 154

R
E

VI
S

IO
N

 S
C

H
E

D
U

LE

M
A

R
K

D
E

S
C

R
IP

T
IO

N
R

E
V

. D
A

TE

1
A

D
D

 0
1

10
/2

/2
02

6



GENERAL REQUIREMENTS:

A. CONTRACTOR SHALL VERIFY CATALOG NUMBERS AND INSTALLATION REQUIREMENTS PRIOR TO ORDERING.  NOTIFY ENGINEER OF ANY CONFLICTS WITH PROPOSED INSTALLATION.

B. CONTRACTOR SHALL COORDINATE CEILING TRIM OPTIONS FOR LUMINAIRES INSTALLED IN GRID-TYPE SUSPENDED CEILINGS.  SEE ARCHITECTURAL DRAWINGS AND SPECIFICATIONS.

C. UNLESS NOTED OTHERWISE REFER TO PLANS FOR SUSPENSION LENGTHS REQUIRED FOR ALL SUSPENDED LUMINAIRES.

D. PROVIDE EQUAL SECTION LENGTHS FOR LUMINAIRES COMPRISED OF MULTIPLE SECTIONS.  SUBMIT SHOP DRAWINGS OF PROPOSED CONFIGURATIONS FOR REVIEW.

LUMINAIRE SCHEDULE NOTES:

1. LUMINAIRE SHALL BE CONSIDERED EQUAL AS MANUFACTURED BY:  ACUITY BRANDS, COOPER, CURRENT, GENLYTE, H.E. WILLIAMS.

2. LUMINAIRE SHALL BE CONSIDERED EQUAL AS MANUFACTURED BY: GOTHAM, PORTFOLIO, PRESCOLITE, LIGHTOLIER, ATLANTIC LIGHTING.

3. LUMINAIRE SHALL BE CONSIDERED EQUAL AS MANUFACTURED BY:  FOCAL POINT, LUMENWERX, AXIS, LEDALITE, STARFIRE.

4. REFER TO PLANS FOR MOUNTING REQUIREMENTS SUCH AS WALL MOUNT, END MOUNT, CEILING MOUNT AND PROVIDE LUMINAIRES ACCORDINGLY.  PROVIDE DIRECTIONAL CHEVRON ARROWS AS INDICATED ON PLANS.

5. COORDINATE CUSTOM RAL COLOR # WITH ARCHITECT PRIOR TO ORDERING.

6. PROVIDE DMX SPLITTERS AS REQUIRED TO CONNECT AND CONTROL LUMINAIRE PER MANUFACTURER'S RECOMMENDATION.  COORDINATE POWER ENTRY FEED LOCATIONS AND ORIENTATION SUCH THAT CONDUIT SERVING 
LUMINAIRE DOES NOT EXCEED BEND RADIUS OF LOW VOLTAGE POWER CONDUCTOR, REFER TO MANUFACTURER'S INSTALLATION REQUIREMENTS. FURNISH WITH LONGEST LEADS POSSIBLE, COORDINATE NECESSARY ACCESS 
PANELS AND/OR ELECTRICAL J-BOX LOCATIONS IN CANOPY WITH ARCHITECT, ENGINEER AND GENERAL CONTRACTOR.

NOTES:

1. PROVIDE WITH INTEGRAL SERVICE DISCONNECT AND THERMOSTAT. INSTALL PER MANUFACTURERS INSTRUCTIONS.

2. HEATER IS FURNISHED FROM FACTORY WITH SELECTABLE WATTAGE OUTPUT. CONNECT AT WATTAGE SCHEDULED. 
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LUMINAIRE SCHEDULE

MARK DESCRIPTION MANUFACTURER CATALOG NUMBER

LIGHT SOURCE ELECTRICAL

FINISH MOUNTING
ACCEPTABLE

MANUFACTURERS REMARKSSPEC. CCT TYPE LOAD VOLTS
1 2x4 TROFFER LITHONIA 2BLT4 48L ADSM EZ1 LP840 4,800 LM 4000 K LED 39 W 277 V WHITE RECESSED NOTE 1 -

1E 2x4 TROFFER W/BATTERY LITHONIA 2BLT4 48L ADSM EZ1 LP840 E10W 4,800 LM 4000 K LED 39 W 277 V WHITE RECESSED NOTE 1 W/ BATTERY

2 4" SQUARE DOWNLIGHT LITHONIA LDN4SQ 40/15 LS4 AR LSS TRBL MVOLT GZ10 1,500 LM 4000 K LED 18 W 277 V BLACK RECESSED NOTE 2 -

2E 4" SQUARE DOWNLIGHT W/BATTERY LITHONIA LDN4SQ 40/ 15 LS4 TCPC LSS FCPC MVOLT GZ10 EL 1,500 LM 4000 K LED 18 W 277 V BLACK RECESSED NOTE 2 W/ BATTERY

3 4' SUSPENDED STRIPLIGHT LITHONIA ZL1D L48 5000LM FST MVOLT 40K 80CRI WH HC36 5,000 LM 4000 K LED 41 W 277 V WHITE SUSPENDED NOTE 1 -

4 2" LINEAR RECESSED AXIS B2SQRLED 750 90 40 SO 6 W UNV DP 1 D 750 LM/FT 4000 K LED 45 W 277 V WHITE RECESSED NOTE 3 -

5E 4" LINEAR RECESSED AXIS BBRLED 1000 90 40 FL 12 W UNV DP 1 D B(#) 1,000 LM/FT 4000 K LED 114 W 277 V WHITE RECESSED NOTE 3 -

6 4" LINEAR RECESSED AXIS BBRLED 1000 90 40 FL 6 C UNV DP 1 D 1,000 LM/FT 4000 K LED 59 W 277 V CUSTOM RECESSED NOTE 3 NOTE 5

7 FLEXIBLE LED TAPE LIGHT LUMINII KBX-W VB XX 44HO 40K R80 SF WH NPF IME + MC KBX SAP SM XX SA 536 LM/FT 4000 K LED 156 W 277 V WHITE RECESSED KELVIX NOTE 6

8 LINEAR ADJUSTABLE WALL WASH ELLIPTIPAR S157 H 3' H 99 M 940 ZX 1,400 LM/FT 4000 K LED 0 W 277 V CUSTOM WALL - NOTE 5

8A LINEAR ADJUSTABLE WALL WASH ELLIPTIPAR S157 H 12' H 99 M 940 ZX 1,400 LM/FT 4000 K LED 14 W 277 V CUSTOM WALL - NOTE 5

10 SINGLE FACE EXIT SIGN LITHONIA TLE 1 R ELN FURN. W/ LUMINAIRE FURN. W/ LUMINAIRE LED 5 W 277 V BRUSH. ALUMINUM NOTE 4 NOTE 1 -

LIGHTING CONTROL DEVICE SCHEDULE
SYMBOL TAG MANUFACTURER CATALOG NUMBER DESCRIPTION

1PD ACUITY CONTROLS NLIGHT nPODMA DX LIGHTING CONTROL NETWORK ENTRY STATION WITH ON
AND OFF PUSH BUTTONS AND RAISE/LOWER DIMMING

CONTROL

2P ACUITY CONTROLS NLIGHT nPODMA 2P LIGHTING CONTROL NETWORK ENTRY STATION WITH TWO
SETS OF ON AND OFF PUSH BUTTONS

4SD ACUITY CONTROLS NLIGHT nPODMA 4S DX LIGHTING CONTROL NETWORK ENTRY STATION WITH FOUR
BUTTON SCENE CONTROL, ON AND OFF PUSH BUTTONS,

AND RAISE/LOWER DIMMING CONTROL

n,D ACUITY CONTROLS NLIGHT nPP16 D LIGHTING CONTROL NETWORK 16A POWER PACK WITH
0-10V DIMMING

nS ACUITY CONTROLS NLIGHT nCM PDT 9 LIGHTING CONTROL NETWORK STANDARD RANGE CEILING
OCCUPANCY SENSOR

R

ELECTRIC HEAT SCHEDULE
MARK MANUFACTURER CATALOG NUMBER WATTS VOLTAGE PHASE REMARKS

EH-1 KING ELECTRIC LPWC2740-BW 4000 VA 277 V 1 NOTE 1,2
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26  

PRE-BID MEETING AGENDA 

 

 

Project: Millard Public Schools – Morton Elementary 
 Secure Vestibule 
  

          CWP Project #:  26110 

 

Meeting Date: September 30, 2026 

Time:  3:30 p.m. 

  

Location: MPS Morton Elementary, 1805 S 160th St, Omaha, NE 68130 
  

 

Owner:  Millard Public School District 
Address:  Support Services Center 

  13906 F St., Omaha, NE 68137 

Owner Contact: John Brennan, Project Manager 

  (402) 715-1145 

Site Access Contact: John Brennan, Project Manager 

 

 

Architect:  Carlson West Povondra Architects 

Address:  5060 Dodge St., Omaha, NE 68132 

Telephone Number: 402-551-1500 

Contact Person: Kevin Baitey/Bob Soukup 

Email:  kbaitey@cwparchitects.com 

Email:  bsoukup@cwparchitects.com 

 

MEP Engineer: Morrissey Engineering, Inc. 
Civil Engineer: E & A Consulting Group 
 
Subjects to Discuss: 
 

1. Access prior to bidding- Bidders are encouraged to visit project site prior to 

bidding. Those interested should contact John Brennan at number above, 24 
HRS. AHEAD with their intent to visit and the names of those who will be present. 
Contractors should bring their own step ladders if needed to access above 
ceiling or existing roof conditions. Contractors may visit the site weekdays 
between 4:00-5:00 pm and they are not to be on-site at any other times and may 
not enter buildings to request access without prior notice. If they should 
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encounter District or public use of facilities occurring during their inspections, 
they are not to hamper or disrupt these activities in any way.  Front office check-
in IS required even if only outside and after 4:00 p.m. but please notify John 
Brennan in advance so he can let the Office staff know. 

  

2. AIA A305 Contractor Qualifications: Due from General Contractors by 2:00 
pm on Tuesday October 13th. Submit electronically to CWP Architects, 
Attn: Bob Soukup (bsoukup@cwparchitects.com). If bidder has submitted 
this document to MPS in the 12 mos. prior to this date, they are not 
required to resubmit again. 

 
3. Bid Date: Tuesday, October 20th @ 1:00 p.m. – Submit bids to: Millard 

Public Schools – Support Services Center ATTN: Mr. John Brennan. The Bid 
opening will be held IN PERSON at the Support Services Center.  
Contractors are asked to put the project name and company name on 
the OUTSIDE of their bid envelope, and clearly mark them: BID ENCLOSED 
FOR MORTON ELEMENTARY SECURE VESTIBULE. 
Anticipated contract award date is November 10, 2026.   

5% Bid Bond is required-Refer to MPS General Conditions. 

100% Performance & Payment Bond will be required. 

Owner will carry Builder’s Risk Insurance. 
Sales Tax Exempt 

MPS is not required to pay the General Building permit fee to the City of 

Omaha.  

 

4. Bid Alternates & Allowances:  
a. NO Bid Alternates 
b. NO Allowances 

 
5. Last Addendum issue date:  will be Friday, October 16th 

All Substitution requests are due to CWPA by 1:00 pm on October 10th.  
All Questions to CWPA by NOON, Thursday, October 15th.  

 Addendum #1 will be issued on Friday, Oct. 2nd. This agenda will be 
included along with participant list, in Addendum #1.       

 

6. Plan Distribution: By A & D Technical Services, purchase directly from A & 

D, or access through area planrooms listed in Advertisement. Full sets only.  

 

7. Contract Start & Finish Dates:  Phased project-Refer to Drawings Phasing 
Plan-Sht. G0.4.    

 

a. Phase 1: April 12, 2027 – August 1, 2027 

b. Phase 2: May 31, 2027 – August 1, 2027 

 
8. Timeframe for construction/LD’s  

Review Owner’s requirements in Instructions to Bidders and General 
Conditions. Failure to meet schedule will result in LD’s being imposed at 
$2,500 PER DAY/PER PHASE. 
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a. Drug-free zone & tobacco product policies. This includes no vaping/e-

cigarettes 

b. Background checks: One Source Level 2 required. Form is in the Manual. 

 

c. Scope of Work: 
 

i. Phase 1: Exterior Canopy 

1. Construction of canopy at main entrance to begin. 

2. Temporary Construction tunnel at existing vestibule 

required to maintain emergency egress. 

3. April 12, 2027 – August 1, 2027 

ii. Phase 2: Full Interior Scope + Sitework 

1. Construction of classroom relocation, administrative 

space, commons, corridors, roofing scope, secure 

vestibule, and flagpole & associated sitework. 

2. May 31, 2027 – August 1, 2027 

   

9. Summary of Phasing/Staging area-Refer to Drawings-Sht. G0.4.  

 

10. City of Omaha Inspections requirements for Certificate of Occupancy: 

a. 90-day walkthrough prior to substantial completion 

b. 30-day walkthrough prior to substantial completion  

c. GC to coordinate with City 

 

11. Electronic Submittals: Submittal Exchange. Paid for by MPS 

               

12. Other  

 

a. Temp. Facilities: 

i. Contractor to provide temp. power connections. Owner to pay 

for the power used. 

ii. Owner to pay for water from existing sources. Contractor to 

bring their own hoses. 

iii. Job trailer permitted as necessary within limits shown on phasing 

plan.  

iv. Temporary construction tunnel required for emergency egress 

during Phase 1 while school is in session. 

v. 6’ high chain link fence is required with vehicle gates. 

b. Contractor is REQUIRED to have a full-time English speaking 

superintendent on site during construction 

 

13. Contractor site investigation following this meeting. 
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